Real-Time Automated Monitoring &
Optimization for D2C Data Centers

Supporting Data Center Stability through PG25 Coolant Visualization

(¥) CHALLENGES

Accelerating Power Density in Data Centers

Real-Time Automated

Surging Power Loads Driven by Massive Al Workloads . .
Ing 4 Coolant Monitoring System

Transitioning to Liquid Cooling with PG25 o ‘!
Contaminated and Degraded Coolants Reduce Cooling Efficiency Aprls:lum : !J '-
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q] Zero-Touch Operations via

Tracking Critical Parameters Intuitive Dashboards

and Unique Proprietary Metrics

Real-Time Measurement of IE l__r] Al-Driven Pattern Recognition
Up to 16 Parameters Anomaly Alerts &Trend Forecasting

@ TARGETS & SPECS

PG Concentration (wt%) | Additive Condition | Basic Water Quality (Conductivity / pH
Measurement Targets / ORP)| Particle Management (Turbidity / TSS / TDS) | Corrosive Factors (Chlorides /
Sulfides) | Total Hardness
Original Metrics SPI (Sanitary Potential Index) | Tracking biological and organic loads

Optional Measurements Nitrates / Nitrites

Unit Size 70 x50 x 30cm

Unit Weight Approx. 25-30 kg

QD BENEFITS PROVEN RESULTS
[J\\ Trusted by Global Data Center Operators
‘ /\/ Enhancing Data Center \
Reliability and Uptime I I I .

Reducing the Cost From hyperscale to edge, Aprisium analyzers are
the global standard for enhancing reliability and
driving sustainable, low-TCO operations.
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From Lab Analysis to Real-Time Operations!
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Aprisium Persistum™

Dedicated Analyzers for Low-Concentration
PFAS Measurement by Target Compound

Remote Centralized Data Management

On-site PFAS Measurement:
No Expertise Required

Get results in 1 hour and 15 minutes

m Target Analytes
PFOA / PFOS / PFHxS / PFBA / PFBS /
PFNA / HFPO-DA

m Measurement Range: 1 75ppt

m Product Size
38.5x43 x24.9cm/6 kg

Singapore Patent
Patent No: 10202600463U
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Water Quality Monitoring

Aprisium Continuum™

Continuous Wide-Area Water Analysis:
Gain Real-Time Insights into Water
Conditions On-site.

Remote Centralized Data Management

24/7 Real-Time loT Monitoring

Detect anomalies instantly & respond faster.

m Basic Water Quality Monitoring

pH / Conductivity / TDS

m Water Quality Condition Indicators

Sulfide / Chloride / Hardness / Turbidity / TSS

m Condition & Risk Indicators I
L

SPI™(Indicator for Oxidative/
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Heavy Metals

Aprisium Stratum™

High-Precision Analyzer for Targeted Metal
Detection

Remote Centralized Data Management

On-site Trace Metal Analysis:
No Expertise Required
Automated Real-Time Measurement

m Target Analytes

Metals with Atomic Number 13 and above
m Detection Limit: 1 ppm or higher

m Measurement Cycle: 5 minutes

m Product Size
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Analyzer System Lineup
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